Implements & Attachments
for Compact Tractors

Bobcat ® compact tractor implements and attachments offer broad
versatility for landscaping, building and grounds maintenance,
general maintenance on farms and ranches, and a wide variety of
projects around the home. You’re a quick hookup away from all kinds
of possibilities, like preparing sites with the Bobcat box blade or
angle blade, maintaining grounds and parks with the finish mower,
or taking care of general maintenance with the front-end loader, tine
rake or auger.
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IMPLEMENTS
Angle Blade
The Bobcat angle blade is built with
productivity in mind – making this
one of the most versatile blades
around. A reversible cutting edge,
blade angling and blade offset make
this an ideal blade for ditch digging,
maintaining roads, removing snow
or site landscaping applications.

Ballast Box (Rear)
Maximize lifting capabilities by
properly ballasting the rear of the
tractor. The rear ballast box is easily
removed when you plan to use other
implements. Its compact size enables
convenient storage when not in use.

Auger
Ideal for general digging applications.
Unique design and heavy-duty
construction allow you to drill holes
fast with plumb-line accuracy. Equipped
with Category 1 hitch pins and a 2-inch
diameter reinforced boom and yoke.
Maximum operating speed 300 rpm.

Box Blade
For rough grading and landscape
applications the Bobcat box blade has a
4x4-inch mainframe. Double-lug lower
hitch points ensure top performance and
reliability. Shearing action is provided by
two reversible high-carbon steel cutting
edges. Operates in forward or reverse.
Scarifier allows a maximum working
depth of 4 inches.

Rotary Cutter
Handle your tough grass and brushclearing applications or mulch small
branches and saplings. The rotary
cutter is ideal for clearing undeveloped
property, trails and ditches.

Model
Overall Width

AB72

AB84

72 in. (1829 mm)

84 in. (2134 mm)

Cutting Edge

Reversible

Reversible

Reversible

Overall Height

38 in. (965 mm)

38 in. (965 mm)

38 in. (965 mm)

Overall Length

40 in. (1016 mm)

40 in. (1016 mm)

40 in. (1016 mm)

Blade Height

15 in. (381 mm)

15 in. (381 mm)

15 in. (381 mm)

Hitch Category

Category 1

Category 1

Category 1

Blade Angling

Manual
(5 Pin Positions)

Manual
(5 Pin Positions)

Manual
(5 Pin Positions)

Weight

308 lb. (140 kg)

332 lb. (151 kg)

348 lb. (158 kg)

Model

Rear Ballast

Overall Height

29 in. (737 mm)

Overall Width

35.5 in. (902 mm)

Empty Weight

230 lb. (104 kg)

Max. Weight*

880 lbs. (399 kg)

3-Point Hitch

Category 1

*Max. weight includes 21 in. of dry sand, and suitcase weight kit with four weights.

Model

Auger 3PT

Output Shaft

2 in. (51 mm)

Main Frame Material

3 in. Steel Tubing

Driveline

Shear-Bolt Protected

Auger Bits

6 in. (152 mm), 9 in. (229 mm), 12 in. (305 mm)

Tractor Requirements (PTO)

20-60 hp (15-45 kW)

Hitch Category

Category 1

Weight

Model

140 lb. (63.5 kg)

48

60

72

Overall Width

50 in. (1270 mm)

61.5 in. (1562 mm)

73.5 in. (1867 mm)

Cutting
Edges (2)

48 in. (1219 mm)
(Reversible)

60 in. (1524 mm)
(Reversible)

72 in. (1829 mm)
(Reversible)

Height

32 in. (813 mm)

33 in. (838 mm)

33 in. (838 mm)

Overall Length

28 in. (711 mm)

31 in. (787 mm)

31 in. (787 mm)

Tractor
Requirements

18-26 hp
(13.4-19.4 kW)

20-60 hp
(14.9-44.7 kW)

35-60 hp
(26-44.7 kW)

Hitch Category

Category 1

Category 1

Category 1

Digging Shanks

4 (Adjustable/
Replaceable)

5 (Adjustable/
Replaceable)

6 (Adjustable/
Replaceable)

360 lb. (163.3 kg)

418 lb. (189.6 kg)

474 lb. (215 kg)

Weight

Model
Overall Width

RC48CT

RC60CT

RC72CT

51 in. (1295 mm)

63 in. (1600 mm)

75 in. (1905 mm)

Cutting Width

48 in. (1219 mm)

60 in. (1524 mm)

72 in. (1829 mm)

Cutting Height

1.5-9 in. (38-229 mm)

1.5-9 in. (38-229 mm)

1.5-9 in. (38-229 mm)

Overall Length

77 in. (1956 mm)

86 in. (2185 mm)

93 in. (2362 mm)

Deck Type

Single

Single

Single

Deck Thickness

11 ga.

11 ga.

11 ga.

Shear Bolt

Shear Bolt

Shear Bolt

Tractor
Requirements
(PTO)

18-45 hp
(13.4-33.6 kW )

20-50 hp
(14.9-37.3 kW)

25-65 hp
(18.6-48.5 kW)

Hitch Category

Category 1

Category 1

Category 1
(Adaptable to Category 2)

Driveline

Blades
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AB60
60 in. (1524 mm)

2

2

2

Gear Box
(hp rating)

45 hp (33.5 kW)

45 hp (33.5 kW)

45 hp (33.5 kW)

Weight

463 lb. (210 kg)

530 lb. (241 kg)

623 lb. (282.5 kg)

Finish Mower
Ideal for keeping lawns, estates, school
grounds and parks looking their best.
Both models come standard with rear
discharge and solid rubber wheels.
Blades travel at speeds up to 18,237
FPM for a clean, smooth cut without
skips in a variety of applications.

Quick-Hitch
With the quick-hitch adapter, you can
connect a variety of implements in
seconds. Back up your tractor, lift up
your quick-hitch compatible implement
and secure the top levers. You’re ready
to work.

Snowblower
Bobcat 3-point hitch snowblowers
are perfect for clearing driveways,
sidewalks or even parking lots. These
snowblowers function from the rear
PTO and 3-point hitch of the tractor.
They are powerful, productive and easy
to operate. Chute rotation is achieved
by a manual chute rotator that is
accessible from the tractor operating
station or by an optional hydraulic chute
rotator that works great for a compact
tractor with a cab.

Tiller
Break ground; prepare soil for planting;
amend soil with fertilizer, manure or
mulch; and remove weeds between
tree rows. Bobcat tiller tines rotate
in the opposite direction as the tires
when the tractor is moving forward and
cover the tire tracks for a consistent
finish, eliminating tiller side-shifting,
and reducing the need for more than
one pass to complete work. Features
adjustable skid shoes for various
working depths up to 4 inches.

Model

60

72

Cutting Width

60 in. (1524 mm)

72 in. (1829 mm)

Cutting Height

1.5-5.5 in. (38-140 mm)

1.5-5.5 in. (38-140 mm)
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23-40 hp (17-30 kW)

32-40 hp (24-30 kW)

Blades
Tractor Requirements
(PTO)
Hitch Category
Gear Box
Weight

Category 1

Category 1

Closed (540 rpm)

Closed (540 rpm)

418 lb. (189 kg)

495 lb. (224.5 kg)

Model

Category 1

Inside Hooks (distance)

27.25 in. (692.15 mm)

Outside Hooks (distance)

29.5 in. (749.3 mm)

Weight

Model

76 lb. (34 kg)

3SB50

3SB60

3SB66

3SB74

Cutting Width

50 in.
(1270 mm)

60 in.
(1524 mm)

66 in.
(1676 mm)

74 in.
(1880 mm)

Snow Intake Height

21.6 in.
(549 mm)

21.6 in.
(549 mm)

21.6 in.
(549 mm)

21.6 in.
(549 mm)

Auger Diameter
Fan Diameter
Max. Chute Rotation
Chute Rotation
Design (Optional)
Skid Shoes
Weight
Tractor PTO Speed

14 in. (356 mm) 14 in. (356 mm) 14 in. (356 mm) 14 in. (356 mm)
18.9 in.
(480 mm)

18.9 in.
(480 mm)

230°

230°

230°

230°

Manual

Manual
(Hydraulic)

Manual
(Hydraulic)

Adjustable

Adjustable

Adjustable

Manual
Adjustable
493 lb. (224 kg)

18.9 in.
(480 mm)

18.9 in.
(480 mm)

529 lb (240 kg) 593 lb. (269 kg) 629 lb. (285 kg)

540 rpm

540 rpm

540 rpm

540 rpm

3pt. Hitch Size

Category 1

Category 1

Category 1

Category 1

Drive Line Protection

Shear Bolt

Shear Bolt

Shear Bolt

Shear Bolt

T48

T60

T72

Overall Width

Model

52.5 in. (1333 mm)

64 in. (1626 mm)

76 in. (1930 mm)

Tilling Width

46.5 in. (1181 mm)

58.8 in. (1493 mm)

72 in. (1829 mm)

Height

38 in. (965 mm)

38 in. (965 mm)

38 in. (965 mm)

Overall Length

28 in. (711 mm)

28 in. (711 mm)

28 in. (711 mm)

Driveline

Gear Driven-Oil Bath

Gear Driven-Oil Bath

Gear Driven-Oil Bath

Tractor
Requirements (PTO)

20-40 hp (540 rpm)

25-50 hp (540 rpm)

30-55 hp (540 rpm)

Hitch Category

Category 1

Category 1

Category 1

Heat Treated/
Self Sharp.

Heat Treated/
Self Sharp.

Heat Treated/
Self Sharp.

Rotation

Forward or Reverse

Forward or Reverse

Forward or Reverse

Depth Runners

1-7 in. (25-178 mm)

1-7 in. (25-178 mm)

1-7 in. (25-178 mm)

591 lb. (286 kg)

638 lb. (289 kg)

718 lb. (326 kg)

Tines

Weight

*Consult your local Bobcat dealer for proper setup of the tiller for 3-point hitch operation.
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IMPLEMENTS
Tine Rake
Rakes and collects surface debris as it
levels the soil. Exceptionally strong
and durable, the rake can be angled or
reversed simply by relocating the index
pin. Tines are individually replaceable
for easy, low-cost maintenance.

Model

60

72

84

Overall Width

60 in. (1524 mm)

72 in. (1829 mm)

84 in. (2134 mm)

Tines (curved)

High Carbon
(Replaceable)

High Carbon
(Replaceable)

High Carbon
(Replaceable)

Overall Height

39 in. (991 mm)

39 in. (991 mm)

39 in. (991 mm)

Overall Length

42 in. (1067 mm)

42 in. (1067 mm)

42 in. (1067 mm)

Hitch Category

Category 1

Category 1

Category 1

Angling

Manual (360°)

Manual (360°)

Manual (360°)

Weight

248 lb. (112.5 kg)

272 lb. (123.4 kg)

287 lb. (130.2 kg)

Unlock your tractor’s versatility
even further with the front-end
loader and standard quick
attach mounting system.
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Please consult your local Bobcat dealer for information on additional
attachments and implements that are compatible with compact tractors.

ATTACHMENTS
Backhoe
Turn your Bobcat compact tractor into
a powerful part-time excavator with this
handy attachment. With three different
models ranging from 6.5 to 8 feet of dig
depth, the backhoe is great for general
purpose digging and trenching. Sub
frame included.

Model

BH66

BH76

BH86

Digging Depth
(2' flat bottom)

73 in. (1854 mm)

90 in. (2286 mm)

96 in. (2438 mm)

Reach from Center Line
of Swing Pivot

100 in. (2540 mm) 122 in. (3099 mm) 126 in. (3200 mm)

Loading Height
(bucket at 60°)

55 in. (1397 mm)

Maximum Leveling Angle
Swing Arc
Transport Height (maximum)

83.5 in. (2121 mm) 93 in. (2362 mm)
180°

62 in. (1575 mm)

75 in. (1905 mm)

75 in. (1905 mm)

Stabilizer Spread
(up position)

60 in. (1524 mm)

65 in. (1651 mm)

70 in. (1778 mm)

2240 lbf.

3075 lbf.

3748 lbf.

Model

1885 psi (130 bar) 2466 psi (170 bar) 2466 psi (170 bar)
657 lb. (298 kg)

880 lb. (399 kg)

FL8

1102 lb. (499.9 kg)

FL6

FL7

Max. Lift Height to
Pivot Pin

72 in.
(1829 mm)

95 in.
(2413 mm)

100 in.
105 in.
109 in.
(2540 mm) (2667 mm) (2769 mm)

Max. Lift Height under
Level Bucket

66 in.
(1676 mm)

87 in.
(2210 mm)

91 in.
(2311 mm)

95 in.
(2413 mm)

Clearance with Bucket
Dumped

53 in.
(1346 mm)

73 in.
(1854 mm)

74 in.
(1880 mm)

77 in.
81 in.
(1956 mm) (2057 mm)

Reach at Maximum
Lift Height

20 in.
(508 mm)

11 in.
(279 mm)

10 in.
(254 mm)

11 in.
(279 mm)

10 in.
(254 mm)

Maximum Dump Angle

46 in.
(1168 mm)

48 in.
(1219 mm)

52 in.
(1321 mm)

51 in.
(1295 mm)

59 in.
(1499 mm)

Reach with Bucket
on Ground

52 in. (1321
59 in.
62 in. (1575
68 in.
mm)
(1499 mm)
mm)
(1727 mm)

71 in.
(1803 mm)

FL9

FL9-5

101 in.
(2565 mm)

Maximum Rollback
Angle

28 in.
(711 mm)

36 in.
(914 mm)

32 in.
(813 mm)

36 in. (914
mm)

37 in.
(940 mm)

Digging Depth

4 in.
(102 mm)

5 in.
(127 mm)

5.5 in.
(140 mm)

8 in.
(203 mm)

6.5 in.
(165 mm)

Lift Capacity at Pivot
Pin (max. height)

826 lb.
(375 kg)

1389 lb.
(630 kg)

1558 lb.
(720 kg)

2033 lb.
(922 kg)

2324 lb.
(1054 kg)

Breakout Force
at 500 mm

1571 lb.
(713 kg)

2487 lb.
(1128 kg)

2838 lb.
(1287 kg)

3938 lb.
(1786 kg)

4308 lb.
(1954 kg)

Weight

606 lb.
(275 kg)

915 lb. (415
kg)

1070 lb.
(485 kg)

1202 lb.
(545 kg)

1400 lb.
(635 kg)

48 in.
(1219 mm)

60 in.
(1524 mm)

60 in.
(1524 mm)

66 in.
(1676 mm)

72 in.
(1829 mm)

Bucket Width

Perfect for a variety of applications, the
mid-mount mower cuts grass in areas
where maneuverability is tight. Both
models include standard side discharge
and solid rubber wheels. Features a
blade travel speed of 78.2 meters per
second smoothly, without skips.

10°
180°

180°

Shipping Weight
(without bucket)

Mid-Mount Mower

8°
180°

Stabilizer Spread
(down position)

Operating Pressure

The front-end loader is a must-have
for digging, dirt moving, loading and
carrying material. The Bobcat front-end
loader is easy to attach and remove,
plus it delivers leading lift capacity and
height for exceptional productivity.

8°

152°

Bucket Digging Force

Front-End Loader

80 in. (2032 mm)

180°
70 in. (1778 mm)

Bucket Rotation

74 in. (1880 mm)

M60

M60-5

Cutting Width

Model

60 in. (1524 mm)

60 in. (1524 mm)

Cutting Height

1-4 in. (25-102 mm)

1-4 in. (25-102 mm)

6 in. (153 mm)

6 in. (153 mm)

Spiral Bevel

Spiral Bevel

Transport Height
Gear Type
Number of Blades
Blade Spindle Speed
Blade Tip Velocity
Blade Length
Deck Thickness

3

3

2888 rpm

2888 rpm

78.2 m/s

78.2 m/s

20.4 in. (518 mm)

20.4 in. (518 mm)

0.13 in. (3.3 mm)

0.15 in. (3.8 mm)

Total Width

74.1 in. (1992 mm)

74.1 in. (1992 mm)

Total Length

42.6 in. (1082 mm)

39.2 in. (996 mm)

Total Height

13.7 in. (348 mm)

12.8 in. (325 mm)

374 lb. (170 kg)

380 lb. (172 kg)

Weight
(60" deck w/ mounting)
Drive Type

U-Joint and V-Belt

U-Joint and V-Belt

Lifting Type

3-Point Hitch Links

3-Point Hitch Links

Compatible with Loader

Yes

Yes

Drive Over Deck

Yes

Yes
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Everything we put into Bobcat equipment is designed to make more
of whatever you bring to the job. Whether it’s strength, versatility,
speed or agility, it’s built around you.

Certain specification(s) are based on engineering calculations and are not actual measurements. Specification(s) are provided for comparison purposes only
and are subject to change without notice. Specification(s) for your individual Bobcat equipment will vary based on normal variations in design, manufacturing, operating conditions, and other factors.
Bobcat is a Doosan company. Doosan is a global leader in construction equipment, power and water solutions, engines, and engineering, proudly
serving customers and communities for more than a century.
Bobcat ®, the Bobcat logo and the colors of the Bobcat machine are registered trademarks of Bobcat Company in the United States and various other countries.
©2019 Bobcat Company. All rights reserved.
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